
Outdoor Video Wall & 
Digital Signage Solution
Outdoor HD / FHD Super Fine 
Pitch Displays 

An Ultra-Tough outdoor signage solution 
with a fine pitch display that offers a large 
viewing angle and vandal proof casing.

In a high brightness environment our 
True Black LED technology will increase 
the contrast by at least 50% resulting in 
a clearer and glare free image 

With the added Masking Plate option you 
can turn this fine pitch outdoor screen 
into a vandal proof display. Anti-collision, 
dustproof and waterproof! 

M-lock Mechanic + Magnetic Front Lock
technology allowes frontal maintenance 
and boasts a double IP67 insurance. 

Ideal for high traffic and high exposure  
outdoor areas where screen security is a 
priority 

Fine Pitch Outdoor
High Dynamic Range
Common Cathode Technology
LED Treatment Protection P1.5, P1.9, P2.6
iModule - Intelligent Module Detection
M-lock : Mechanic + Magnetic Front Lock
Dual waterproof module
Use module in any position (No AB)
True black SMD high contrast
Black SMD high contrast

Fine Pitch Outdoor
Robust and vandal proof masking plate.
Frontal accessibility for easy maintenance 

Features

Advantages
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Pixels

True Black Smd

Black Shell Smd

Distance

Led Kind

Pixel Density

Refresh Rate

Viewing Angle

Module Size

Cabinet Size

Cabinet Res

Drive Mode

Environment

Max Power

Voltage

Weight

Certification

Technology

P1.56

>3500cd/m2

-

> 1.56m

SMD1010 (LTP)

409600 dots/m2

1920Hz - 3840Hz

160°(H) / 160°(V)

250 x 250 mm

500 x 500 x 82 mm

19.7’’ x 19.7’’

320 x 320 px

1/32 scan

IP65 / IP54

900W/m2

AC 100-240V 

9kg / Panel

LDC50015SFP-WPR

P1.95

>3500cd/m2

-

> 1.95m

SMD1515 (LTP)

262144 dots/m2

1920Hz - 3840Hz

160°(H) / 160°(V)

250 x 250 mm

500 x 500 x 82 mm

19.7’’ x 19.7’’

256 x 256 px

1/32 scan

IP65 / IP54

900W/m2

AC 100-240V 

9kg / Panel

LDC50019SFP-WPR

P2.6

>3500cd/m2

-

> 2.6m

SMD1515 (LTP)

147456 dots/m2

1920Hz - 3840Hz

160°(H) / 160°(V)

250 x 250 mm

500 x 500 x 82 mm

19.7’’ x 19.7’’

192 x 192 px

1/16 scan

IP65 / IP54

900W/m2

AC 100-240V 

9kg / Panel

LDC50026FP-WPR 

P2.97

>4000-4500cd/m2

>5000cd/m2

> 2.97m

SMD1515 (AOB)

112896 dots/m2

1920Hz - 3840Hz

160°(H) / 160°(V)

250 x 250 mm

500 x 500 x 82 mm

19.7’’ x 19.7’’

168 x 168 px

1/14 scan

IP65 / IP54

900W/m2

AC 100-240V 

9kg / Panel

LDC50029FP-WPR

ITEM TYPE TECHNICAL PARAMATERS

All Models:   M-lock, LTP,  AOB, FPO , HDR , iMODULES, CCT (Optional technology)

All Models:   SAA/RCM, CE , EMC, TUV-EMC, FCC, ETL,UL, PSE, CCC, ROHS

Outdoor Video Wall 
& Digital Signage Solution 

Masking Plate (Optional)


